MIAMIDADE:: MIAMI-DADE COUNTY

COUNTY PRODUCT CONTROL SECTION

11805 SW 26 Street, Room 208
DEPARTMENT OF REGULATORY AND ECONOMIC RESOURCES (RER) Miand, Florida 33175-2474
BOARD AND CODE ADMINISTRATION DIVISION T (786)315-2590 F (786) 315-2599
N OTICE OF ACCEPTANCE (N OA) www.miamidade.gov/economy

La Cantina Doors
3270 Corporate View, Suite #D
Vista, CA 92081

ScopE:

This NOA is being issued under the applicable rules and regulations governing the use of construction
materials, The documentation submitted has been reviewed and accepted by Miami-Dade County RER -
Product Control Section to be used in Miami Dade County and other areas where allowed by the Authority
Having Jurisdiction (AHJ).

This NOA shall not be valid after the expiration date stated below. The Miami-Dade County Product Control
Section (In Miami Dade County) and/or the AHJ (in areas other than Miami Dade County) reserve the right
to have this product or material tested for quality assurance purposes. If this product or material fails to
perform in the accepted manner, the manufacturer will incur the expense of such testing and the AHJ may
immediately revoke, modify, or suspend the use of such product or material within their jurisdiction. RER
reserves the right to revoke this acceptance, if it is determined by Miami-Dade County Product Control
Section that this product or material fails to meet the requirements of the applicable building code.

This product is approved as described herein, and has been designed to comply with the Florida Building
Code, including the High Velocity Hurricane Zone.

DESCRIPTION: LA Cantina Series Out-folding Aluminum (Thermally Broken) Glass Poor-L,M.L

APPROVAL DOCUMENT: Drawing No. 08-01486, titled “Outswing Bi-Fold Door”, sheets | through 12
of 12, prepared by manufacturer, dated 01/26/12 and last revised on 02/18/2013, signed and sealed by Luis R.
Lomas, P.E., bearing the Miami-Dade County Product Control Approval stamp with the Notice of
Acceptance number and approval date by the Miami-Dade County Product Control Section.

MISSILE IMPACT RATING: Large and Small Missile Impact Resistant

Limitations:

. See Design Pressure Rating Vs Sill type in sheet 1. Doors are approved for water rating w/ Sill Extension
(item #9) used in combination with sill (item #8).

2. Units to be glazed with Dow Corning 995 Silicone.

LLABELING: Each unit shall bear a permanent label with the manufacturer's name or logo, city, state and
series and following statement: "Miami-Dade County Product Control Approved", noted herein.

RENEWAL of this NOA shall be considered after a renewal application has been filed and there has been
no change in the applicable building code negatively affecting the performance of this product.

TERMINATION of this NOA will occur after the expiration date or if there has been a revision or change

in the materials, use, and/or manufacture of the product or process. Misuse of this NOA as an endorsement of
any product, for sales, advertising or any other purposes shall automatically terminate this NOA. Failure to
comply with any section of this NOA shall be cause for termination and removal of NOA,
ADVERTISEMENT: The NOA number preceded by the words Miami-Dade County, Florida, and followed
by the expiration date may be displayed in advertising literature. If any portion of the NOA is displayed, then
it shall be done in its entirety.

INSPECTION: A copy of this entire NOA shall be provided to the user by the manufacturer or its
distributors and shall be available for inspection at the job site at the request of the Building Official.

This NOA consists of this page 1 and evidence pages E-1, as well as approval document mentioned above,
The submitted documentation was reviewed by Ishaq L. Chanda, P.E.

NOA No. 12-0206.01

Expiration Date: April 18,2018
Approval Date: April 18,2013
Page 1




La Cantina Doors

A,

NOTICE OF ACCEPTANCE: EVIDENCE SUBMITTED

DRAWINGS

I. Manufacturer's die drawings and sections.

2. Drawing No. 08-01486, titled “Outswing Bi-Fold Door”, sheets 1 through 12 of 12, prepared by
manufacturer, dated 01/26/12 and last revised on 02/18/2013, signed and sealed by Luis R. Lomas,
P.E.

TESTS

1. Test reports on: 1) Air Infiltration Test, per FBC, TAS 202-94

2) Uniform Static Air Pressure Test, Loading per FBC TAS 202-94

3) Water Resistance Test, per FBC, TAS 202-94

4y Large Missile Impact Test per FBC, TAS 201-94

5) Cyclic Wind Pressure Loading per FBC, TAS 203-94

6) Forced Entry Test, per FBC 2411 3.2.1, TAS 202-94
along with marked-up drawings and installation diagram of an aluminum Bifolding glass door,
prepared by Architectural Testing, Inc., Test Report No. B-0117.01-301-18, dated 09/07/11 with
Revision 2, dated 12/01/11, signed and sealed by Tyler Westerling, P. E.
Note: This test report has been revised by an addendum letter dated OCT 25, 2012 issued by
Architectural Testing, signed and sealed by Tyler Westerling, P. E.
CALCULATIONS _
1. Anchor verification calculations and structural analysis, complying with FBC-2010, dated

02/01/12, prepared, signed and sealed by Luis R. Lomas, P.E.

2. Glazing complies w/ ASTME-1300-02 & -04.

QUALITY ASSURANCE
I.  Miami Dade Department of Regulatory and Economic Resources (RER).

MATERIAL CERTIFICATIONS

1. Notice of Acceptance No. 11-0624,02 issued to E.I. DuPont DeNemours & Co., Inc. for their
“DuPont Sentry Glass ®”, expiring on 01/14/17.

2. Test report No.ETC-07-1043-119094.0, prepared by ETC Laboratories, dated 04/30/07, issued
to Technoform Bautec NA., Inc for their I-Strut (PA 6.6 GF-25) per ASTM D638-03
“Standard Test Methods for Tensile Properties of Plastics™ for exposed & unexposed sample
per Xenon Arch after 4500 Hours, signed and sealed by Joseph Labora Doldan, P.E.

3. Test report No.6126.01-106.18, prepared by Architectural Testing, dated 12/13/05 w/ Rev 1
dated 01/04/06, issued toTechnoform Bautec NA., Inc for their I-Strut (PA 6.6 GF-25) per
ASTM D2843-99*Standard Test Method for Density of Smoke from the Burning or
Decomposition of Plastics”, ASTM D635-98 “Standard Test Method for Rate of Burning
and/or Extent and Time of Burning of Self-Supporting Plastics in a Horizontal Position”,
signed and sealed by Joseph A. Reed, P.E.

STATEMENTS

1. Statement letter of conformance and letter of no financial interest, dated 01/26/12, prepared,
signed and sealed by Luis R. Lomas, P.E.

2. Lab compliance as part of the above referenced test repoit.

OTHER
I. Test proposal # 11-0598 & 11-0598-R, revised on SEP 23, 2011 approved by BNC.

{Ishaq L Chanda, P.E.

Product Control Examiner
NOCA No. 12-0206.01

Expiration Date: April 18,2018
Approval Date: April 18,2013




REVISIONS

REV DESCRIPTION DATE APPROVED

A REVISED PER MD COMMENTS 11/28/12 R.L.
NOTES:
1) THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH )
) REQUIREMENTS OF THE FLORIDA BUILDING CODE INCLUDING THE HVHZ. 13) FOR ANCHORING HEAD AND SILL INTO METAL STRUCTURE USE 1/4” SMS OR
SELF DRILLING SCREWS SCREWS WITH SUFFICIENT LENGTH TO ACHIEVE 3 THREADS

2) 1X OR 2X WOOD FRAMING AND MASONRY OPENING TO BE DESIGNED AND WINIMUM BEYOND STRUCTURE INTERIOR WALL. LOCATE ANCHORS AS SHOWN IN

ANCHORED TO PROPERLY TRANSFER ALL LOADS TO STRUCTURE. FRAMING AND N o e DETAILS :

MASONRY OPENING IS THE RESPONSIBILITY OF THE ARCHITECT OR ENGINEER OF '

RECORD. 14) FOR ANCHORING JAMB INTO METAL STRUCTURE USE #10 SMS OR SELF DRILLING

SCREWS SCREWS WITH SUFFICIENT LENGTH TO ACHIEVE 3 THREADS MINIMUM
BEYOND STRUCTURE INTERIQR WALL. LOCATE ANCHORS AS SHOWN IN ELEVATIONS
AND INSTALLATION DETAILS.

3) 1% BUCK OVER MASONRY/CONCRETE IS OPTIONAL. WHERE 1X BUCK IS NOT USED
DISSIMILAR MATERIALS MUST BE SEPARATED WITH APPROVED COATING OR
MEMBRANE. SELECTION OF COATING OR MEMBRANE IS THE RESPONSIBILITY OF

THE ARCHITECT OR ENGINEER OF RECORD. 15) ALL FASTENERS TO BE CORROSION RESISTANT.
4) ALLOWABLE STRESS INCREASE OF 1/3 WAS NOT USED IN THE DESIGN OF THE 16) INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
WOOD ANCHOR CALCULATIONS ' USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH
. AET_ SPECIFIED BELOW:
5) FRAME MATERIAL: ALUMINUM 6063—TS. A WOOD — MINIMUM SPECIFIC GRAVITY OF G=0.42
8) UNITS MUST BE GLAZED PER ASTM E1300-04, SEE SHEET 5 FOR GLASS B. CONCRETE — MINIMUM COMPRESSIVE STRENGTH OF 3,192 PSI.
OPTIONS. C. MASONRY — STRENGTH CONFORMANCF TO ASTM C-90, GRADE N, TYPE 1 (OR
7) APPROVED IMPACT PROTECTWE SYSTEM IS _NOT REQUIRED FOR THIS PRODUCT IN GREATER).
WIND BORNE DEBRIS REGIONS. D. METAL STRUCTURE: STEEL 18GA, 33KSt OR ALUMINUM 6063-T5 1/8" THICK
8) SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHiM, MINIMUM
SHIM WHERE SPACE OF 1/16” OR GREATER OCCURS. MAXIMUM ALLOWABLE SHIM 17) UNLIMITED NUMBER OF PANELS MAY BE INSTALLED AS LONG AS INDIVIDUAL
STACK TO BE 1/4”. ) PANELS DO NOT EXCEED 36" X 96" AND APPROPRIATE HARDWARE PER
9) FOR ANCHORING HEAD AND SILL INTO MASONRY/CONCRETE USE 1/4" TAPCONS SCHEDULE IS USED.

WITH SUFFICIENT LENGTH TO ACHIEVE A 1 1/4" MINIMUM EMBEDMENT INTO

a 18) DESIGN PRESSURE (PSF) = 70 (EXTENDED SILL)
SUBSTRATE WITH 2 1/27 MINIMUM EDGE DISTANCE. LOCATE ANCHORS AS SHOWN

: = 170 (STANDARD SH.L. NOT RATED FOR WATER*)
IN ELEVATIONS AND INSTALLATICN DETAILS. — +46/-60 (ZERO SILL NOT RATED FOR WATER¥)
10) FOR ANCHORING JAMBS INTO MASONRY/CONCRETE USE 3/16" TAPCONS WITH * UNLESS COVERED BY OVERHANG OR CANOPY COMPLYING WITH FBC

SUFFICIENT LENGTH TO ACHIEVE A 1 1/4" MINIMUM EMBEDMENT INTO SUBSTRATE REQUIREMENTS,
WITH 2 1/2” MINIMUM EDGE DISTANCE. LOCATE ANCHORS AS SHOWN IN
ELEVATIONS AND INSTALLATION DETAILS.
11) FOR ANCHORING HEAD AND SILL INTO WOOD FRAMING 1X OR 2X BUCK USE 1/4"
WOOD SCREWS WITH SUFFICIENT LENGTH TO ACHIEVE A 1 3/4" MINIMUM

EMBEDMENT INTO SUBSTRATE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND
INSTALLATION DETAILS.

12) FOR ANCHORING JAMBS INTO WOOD FRAMING OR 2X BUCK USE #10 WOOD

SCREWS WITH SUFFICIENT LENGTH TO ACHIEVE A 1 3/8" MINIMUM EMBEDMENT
INTO SUBSTRATE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION

DETAILS.
SIGNED: 02/18/2013
LA CANTINA DOORS SR,
TABLE OF CONTENTS 3270 CORPORATE VIEW, SUITE D \\\\’\‘b, 'E'n} 4¢ //
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l REVISIONS |

E REV DESCRIPTION DATE APPROVED
A REVISED PER MD COMMENTS 11/28/12 R.L. I
EXTERIOR
147 5/8" FRAME WIDTH
l 3" TYP. 3" TYP.
3" TYP. 3 TYP. ——{ 36" MAX PANEL WIDTH H—
LEFT 4" (A 11/2" TYP. -] 3" TYp. | 28 3/4" D.LO. }]
CARRIER TYP. \§,9/ |
~ i 0 A A [ A A | i e
mi | 4 5/16" N - ‘
N | \ a/ \ / \ /
\ \ \
|l \ l 21N\3/18) \ N » i
\ TXP. \ / \ 52
h I \/ N | \ 12 7/8"
c
I N | /N i N | N MAX O
88 3/4” \\I AN AN N &“_ f HARDWARE SCHEDULE i
D.L.O N N N N A. PIVOT HINGE E3CPSS BY CENTOR (ITEM 23)
, v®_ LN \ \ = @ B OFFSFT HINGE E3HHSOL 8Y CENTOR (ITEM 24)
aﬁx p N N C STRAIGHT HINGE E3HSS BY CENTOR (ITEM 50)
PANEL ﬁ p. /ﬁ D LEFT CARRIER E3CLCSS BY CENTOR (ITEM 48) 4_
M* - - —t —L - — — — dd + - = @ F RIGHT CARRIER E3CRCSS BY CENTOR (ITEM 49)
e W i ,/ ﬂw e F SHOOT BOLT DLO1-6003 BY INTERLOCK (ITEM 35)
Bl /) // // //’ &L% G SHOOT BOLT DLO1-8002 8Y INTERLOCK (ITEM 35)
99 7/8" / / | / / | / / H LATCH & DEAD BOLT SET DLO1-6101--502 (ITEM 30)
(A 7 | / i | / FOR ITEM NUMBERS REFER TO CROSS SECTIONS IN SHEETS 6 AND 7
HEIGHT 1 / 21 /13/16" / / 3}3/ /32,, -
/ | 7/ TYP. / o4 /
/ / / /
/ ! / / / |
l {45718 I 5" TYR.
] iiiii‘{ii iiiiwi iiiii‘v B 1
LEFT (AN HINGES AND LEVER “—HINGES TO BE HINGES AND LEVER
CARRIER \§,9/ LOCATED INSIDE EVENLY SPACED LOCATED INSIDE
ANCHOR SPACING _ .
SAME AS HEAD 4R QUTSWING BIFOLD DOOR SIGNED: 02/18/2013
EXTERIOR VIEW WITH STANDARD SILL W
LA CANTINA DOORS M,
\ . ’/
I DESIGN PRESSURE RATING |  IMPACT RATING 3270 CORPORATE VIEW, SUITE D Q\\?S\% R. ’:,04///,
VISTA, CA 92081 SO NCENg To 2
+70PSF LARGE AND SMALL S AR
- MISSILE IMPACT OUTSWING BI-FOLD DOOR =% Mo 82614 k=
ALUMINUM THERMALLY BROKEN HURRICANE = o s (8 2. =
4R ELEVATION = =z
- Q
DRAWN: DWG NO, )
v.L. 08-01486 A ’//,/
SCALE NTS DATE 01/26/12 SHEET2 OF 12




REVISIONS

REV DESCRIPTION DATE APPROVED

A | REVISED PER MD COMMENTS 11/28/12 |R.L.

EXTERIOR

220 1/8” FRAME WIDTH

3" TYP. RIGHT LEFT 3" TYP. —1 36" PANEL WIDTH H—
& o v CARRIER CARRIER v
4" ' 1 1/2" 5 Tvp 28 3/4"
TYP, e, 7 I* - D.L.0.
|- I 1 @ 1 1 {1 II 11 1 il 11 [ I | I T W | —t T [ I I | 1 13 }
11 Lt i T 1 Iz}_l %)'/16" INENL I I | I I I T T I l}_ll | I3 5" Typ
o N | —T
/ / \ / \ / \ / \ /
/ 1 15/16" / \ \ \ \ 2" i
=4 / P, / \ / \ N Ngmee v
/ / ' 12 7/8
/ / 1/ l / \ 7\ }\ 7\ MAX. 0.C.
9g 7/8” 1 / I / \ \ AR \ s
FRAME || 7/ / \ N N | |
HEIGHT @ A—— 111/ iR \ ] N\ ANCHOR
] ] \ uis SIMILAR 98"
s W <K <3 —> —> OPPOSING JAME - wix
D.L.O. | , PANEL
- \ = HEIGHT
oy AL 1 i ’ Al i "L oy
AN / / / /
- Y rH - — it T 7 | —
\og N A 7T AT o TS
\ / / // / / / /
38" / /s
|l /(\ b1 13/1,(%( / / YP. g / /3 —
\ L / / o / / P.
\ I 4 / /TYP. / |
4 5/16 \ﬂ]/ ‘ ' E_ 5" TYP
T AT FAT iiiiaki'fi \ iiiiv’{ Wl }
HINGES AND LEVER HINGES AND LEVER “—HINGES TO BE HINGES AND LEVER
LOCATED INSIDE LOCATED INSIDE FVENLY SPACED  LOCATED INSIDE
ANg?Sg ASSPA&% 2L4R QUTSWING BIFOLD DOOR
EXTERIOR VIEW WITH ZERO STEP SILL
SIGNED: 02/18/2013
DESIGN PRESSURE RATING IMPACT RATING T
+46.7/-60.0PSF ' LA CANTINA DOORS \\\R g// /
LARGE AND 3270 CORPORATE VIEW, SUITE D N o 4/
THIS SYSTEM WAS NOT TESTED FOR WATER SMALL VISTA. CA 92081 QN \‘: N m//
INFILTRATION AND IS TO BE INSTALLED ONLY MISSILE IMPACT " . S 4.\ ‘. /./—-
WHERE THE WATER REQUIREMENT IS NOT NEEDED :W“‘ ‘B‘“mp'y‘*g“m‘ t OUTSWING BI-FOLD DOQR :'_":* BI# k=
Jortda Pt ER L F ALUMINUM THERMALLY BROKEN HURRICANE ER %mg
V17 aa,g;z_-ag__ 2L4R ELEVATION = e
mbﬁki‘ uet Contrul '}%. AAT OF .Qzﬁ,\:\
Eééw- Wi ;{a&%;? DRAWN: DWG NO. REY %@ lOR\OV" \'§\\¢~‘
e Samnkmantll AW 0801486 A % f’OM{. a\\ N
SCAE NTS  |OME 01/26/12  |S513 OF 12 1N




REVISIONS

REV DESCRIPTION DATE APPROVED

A | REVISED PER MD COMMENTS 11/28/12 {R.L
EXTERIOR
220 1/8" FRAME WIDTH
3" TYP. 3" TYP. —{ 36” PANEL WIDTH j+—
] 3" TYP. 3" TYP. »
. 1 1/2" . . 28 3/47
4" TYP, —] (" EN e 3" TYP. D.L.O.
\§,8/ ‘
5" TYP.
|

] I I N N S | y I -
|

Il 1
L1 1T 11 1t 1

\ JTP 12 7/8"
/( MAX 0.C.
| N in

[ —‘—f
i ANCHOR

— — x| SIMILAR 96"
l) L:> OPPOSING JAMB VAX

458

88 3/4" <:|
D.L.0.

99 7/8" @ ~

FRAME \ ﬁ

HEIGHT g \

PANEL
HEIGHT

ﬂ:ﬂlf
| —
~
“~
~
<
~
~
=D
~
N« u —

\\\ / \\\ /—_Eﬁ

-
X
~

s
\\
S~
~
“~
T~

/TS i T B |

1 REYEREF ||1 T EEREERE iiiiil““ 1 |

_/ k \ HINGES AND LEVER

HINGES AND LEVER LEVER HINGES TO BE L OCATED INSIDE
LOCATED INSIDE LOCATED INSIDE EVENLY SPACED

3L3R OUTSWING BIFOLD DOOR

ANCHOR SPACING

SAME AS HFAD EXTERIOR VIEW WITH SILL EXTENSION
DESIGN PRESSURE RATING IMPACT RATING SIGNED: 02/18/2013
+70PSF LARGE AND SMALL LA CANTINA DOORS
MISSILE IMPACT 3270 CORPORATE VIEW, SUITE D

VISTA, CA 92081
OUTSWING B!-FOLD DOOR

ALUMINUM THERMALLY BROKEN HURRICANE
3L3R ELEVATION

DRAVA: DWG NO.
V.L. 08—-01486

SCALE NTS  |PME 01/26/12 SHEET 4 OF 12




PARTS LIST REVISIONS
NO. | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL REV DESCRIPTION DATE APPROVED |
1 | LCDSH ALUMINUM HEAD CORE SAPA ALUMINUM 606315 A | REVISED PER MD COMMENTS 11/28/12 | RL. I
| 2 |vcosre ALUMINUM EXTERIOR FASCIA SAPA ALUMINUM 6063-T5
3 | LCDSFI21 ALUMINUM INTERIOR FASCIA SAPA ALUMINUM 606315
| 4 | LCDSICCA JAMB CORE SAPA ALUMINUM 6063-T5 PARTS LIST -
5 | LCDSIF JAMB EXTERIOR SAPA ALUMINUM 6083-T5| NO. | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL L3161
6 |LCDSI! JAMB INTERIOR SAPA ALUMINUM 6063-T5] 41 | BFO1-2001 TBL SPACER INTERLOCK USA
7 | Lcosus JAMB SIOP SAPA ALUMINUM 6063—T5| 42 | BFO1-5001-065 | MSX32MM TBL BACKPLATE SCREW | INTERLOCK USA A g%ﬁ@ﬁ?
8 |LCDSS ALUMINUM SILL SAPA ALUMINUM 6063-T5| 43 | DLO1-5021 8GX7.5MM LCL BACKPIATE SCREW | INTERLOCK USA | STAINLESS STEEL 5/32" | . F‘_ 3/16" Hs
9 | LCDIRSE ALUMINUM SILL EXTENSION PARAMOUNT ALUMINUM 6063-T5| 44 | TAPFLU1008 #10X1/2" ASTRAGAL SCREW MESA STAINLESS STEEL TEMP.
10 | QDS650 WEATHER SEAL SCHLEGEL 45 | TPRS61 SETTING BLOCK C.R. LAURENCE THERMOPLASTIC Angﬁég ‘
11 | 23BVF U CHANNEL INSERT ALUMINUM 6063-T5| 46 | 995 SILICONE DOW CORNING SYSTEM ]
| 12 | LODTBSC STILE/RAIL CORE ASSEMBLY SAPA ALUMINUM 6063-T5| 47 | LCDZSC ALUMINUM ZERO STEP FLUSH SILL | SAPA ALUMINUM 6063-T5
| 13 | LCDTBSIF STILE/RAIL SMALL FASCIA SAPA ALUMINUM 6063-T5| 48 | F3CLCSS LEFT CARRIER SET CENTOR e TERIOR 1/2" BITE
14 | LCDTRSEF STILE/RAIL LARGE FASCIA SAPA ALUMINUM 6063-T5| 49 | F3CRCSS RIGHT CARRIER SET CENTOR
15 | LCOTBIMB GLAZING BEAD SAPA ALUMINUM 6063-T5| 50 | E3HSS STRAIGHT HINGE SET CENTOR - INTERIOR
16 | LCDT.8SPGT SPIGOT SAPA ALUMINUM 6063-T5| 51 | LCDTBIB GLAZING BEAD - DUAL GLAZE SAPA ALUMINUM 6063-T5
| 17 | LCDT.BNP NUTPLATE SAPA ALUMINUM 6063-T5| 52 | LCDBS ASTRAGAL SAPA ALUMINUM 606375
18 [QEZD-375 DOOR WEATHER SEAL SCHELEGEL 53 | BL-4200 GLAZING SEAL BANDLOCK SANTOPRENE o e7/16"
19 | PPOTTT ASTRAGAL WEATHER SFAL BANDLOCK 54 PLASTIC THERMAL BREAK TECHNOFORM PAB.6GF25 Ll 0.090" sop
20 | BL-4182 STRIKE DOOR MEETING SFAL (A) BANDLOCK 55 PLASTIC THERMAL BREAK TECHNOFORM PAB.6GF25 BY DUPONT
21 | QEZD-260 STRIKE DOOR MEETING SEAL (8) | SCHELEGEL 56 | QDS 850 DOOR SEAL SCHLEGEL POLYETHYLENF il l=-3/18” HS
22 |12142112090500 | PIVOT DOOR WEATHER SEAL BANDLOCK 57 | POLYPILE WEATHERSTRIP SCHLEGEL POLYPROPYLENE 3/16" HS —=| tht
23 {E3CPSS PIVOT SFT CENTOR 58 SWEEP 1/8” THICK SCHLEGEL RUBBER
24 | E3HHSOL OFFSET HINGE SET CENTOR 59 FOAM TAPE 2"X6" H-O PRODUCTS | PVC ADHESIVE /—@
25 | E3CISS INTERMEDIATE CARRIER SET CENTOR |
| 25 | sroi-es01 TWIN BOLT LCCK GEAR (TBL) INTERLOCK USA ggg‘ﬁs’gb’gff}é’%g‘ééﬁﬁ’ 32-44 CyTERIOR 1/2" BITE
27 | DLOT-4001 STRIKE PLATE INTERLOCK USA £ f
28 | DLO1-2005 STRIKE DUST CAP INTERLOCK USA INTERIOR
29 | DLO1-6009 LEVER COMPRESSION LOCK GEAR INTERLOCK USA GLAZING "B"
| 30 |Dw0i-6101-502 | ACTVE RANDLE SET WITH BACKPLATE | INTERLOCK USA
31 | BFO1-6510-502 | TBL HANDLE WITH BACKPLATE INTERLOCK USA
32 | DLO1-2013-008 | SHOOT BOLT GUIDE INTERLOCK USA SIGNED: 02/18/2013
33 | LCDIMPDB SHOOT BOLT DOOR BLOCK BANDLOCK LA CANTINA DOORS \\\\\\HH‘H,I////
[ 34 |oLo1-6003 SHOOT BOLT ROD TOP INTERLOCK 3270 CORPORATE VIEW, SUITE D N R L 94,’;/,//
35 | DLOT-6002 SHOOT BOLT ROD BOTTOM INTERLOCK USA VISTA, CA 92081 \:.’\,\C'EN St/
36 | DLOT-6043 SHOOT BOLT PIN INTERLOCK USA approved 25 vamplyleg with Bt QUTSWING BI-FOLD DOOR 0 |
| 37 i TAPFL1228 #12X1 3/4" FH SPIGOT SCREW MESA oy CFO?%' ) ALUMINUM  THERMALLY BROKEN HURRICANE
S E ek B.O.M. AND GLAZING DETAILS
38 | SHCMOB21 16.1X20MM NUTPLATE SCREW MESA STAINLESS STEEL ¢F : e ST
39 | DLO1-5021 #10X3/8" STRIKE PLATE SCREW INTERLOCK USA | STIANLESS STEEL 08-01486
40 | TAPFLU1018 10X1” HINGE SCREW MESA STAINLES STEEL DATE 01/26/12 SHEE' 5 OF 12




REMISIONS

REV DESCRIPTION DATE APPROVED

A | REVISED PER MD COMMENTS 11/28/12 | R.L.

_®
|

®

EXTERIOR

EXTERIOR || INTERIOR 53

(E\ VERTICAL SECTION (A VERTICAL SECTION (C\ VERTICAL SECTION
\6/ WITHSILL EXTENSION \_6/ ~ WITH STANDARD SILL \_6/ ~ WITHZERO STEP SILL

SIGNED: 02/18/2013

LA CANTINA DOORS

3270 CORPORATE VIEW, SUITE D
VISTA, CA 92081

FOR ILLUSTRATION PURPOSES ONLY

SEE SHEETS 8 THROUGH 12 FOR INSTALLATION DETAILS approved s complylag with K16 QUTSWING BI-FOLD DOOR
Flerida Buiglsg Codt ., ALUMINUM THERMALLY BROKEN HURRICANE

Date VERTICAL CROSS SECTIONS

.’ p‘
08-01486 /‘/5}9/6
DAE 01 /26/12 |96 OF 12 N

DWG NO.




REVISIONS

REV DESCRIPTION DATE APPROVED

A REVISED PER MD COMMENTS 11/28/12 R.L.
7 12) (56 13 56 30Y31 15 12 56) (13 58) (50 7
INTERIOR 6
6
A o | [ - — | T - 4
4 .
- = )<= - ] P S
22 J) b 2) b @ 22
5 EXTERIOR 5
18 14 25 52) (19 25 18) (14 23
59) AT HINGE 59) AT HINGE
@ 3L3R HORIZONTAL SECTION
29) (15 12 58) (13 50
INTERIOR 6
= - [ g ] I 4
T: Vil
Ly o =

ln
g O © 22
EXTERIOR : 5
18) (14 23
@ AT HINGE

AT HINGE

SIGNED: 02/18/2013

LA CANTINA DOORS

3270 CORPORATE VIEW, SUITE D
VISTA, CA 92081
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2 1/2" MIN.

1" MIN.

REVISIONS

WOOD FRAMING
OR 2% BUCK _\ EOGE DISTANGE REV DESCRIPTION DATE APPROVED I
EDGE DISTANCE BY OTHERS \ A | REVISED PER MD COMMENTS 11/28/12 | R.L
CONCRETE. T | I )
MASONRY o - el 1 1/4” 1 3/4” 1/4 ”
BY OTHERS LT MIN MIN. gﬁﬁ& l ED(;E/ 2DlshTﬁfiﬁ\r]\JCE 1/4"
e A EMBEDMENT
QPTIONAL 1X BUCK EMBEDMENT ! lSPACE METAL MAX,
10 BE PROPERLY ﬁl : STRUCTURE E l‘SSPTgE
SECURED BY OTHERS
APPROVED -
SEE NOTE 3 SHEET 1 T SEALANT 3“ | }
MAX. | APPROVED Lﬁ
APPROVED SHIM /4" WOOD SEALANT
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i 10 o
CORNER M
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WOOD FRAMING

REVISICNS I

1" MIN.
| ESGI;/SIST'::\IN(iE ORBYzéTaLégg \ l E£DGE DISTANCE REV DESCRIPTICN DATE APPROVED
CONCRETE ‘ \ A REVISED PER MD COMMENTS 11/28/12 R.L.
MASONRY R ’ R 7] b, .
BY OTHERS N - RV /s 1/4
A ol MIN. ‘ y 1/2” MIN "
OPTIONAL 1X BUCK A EMBEDMENT SHIM 1 /4
TO BE PROPERLY  ber oo EMBEDMENT t lSPACE EDGE DISTANCE ! l MAX.
SECURED = i SHIM
SEE NOTE 3 SHEET 1 METAL SPACE
4 AREROVED STRUCTURE = SESSEOTTEES
BY OTHERS i =
SHiM APPROVED
SPACE SEALANT
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SELF DRILLING
SCREW
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EXTERIOR INTERIOR -
UL EXTERIOR INTERIOR EXTERIOR INTERIOR
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( SSP*"};'(";’*E WOOD FRAMING — MAX.
OPTIONAL _ OR 2X BUCK 1 [ APPROVED SHIM
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4 v . . A . e T SHiM /2 MIN 1/4
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SECURED ,>< ] = 1 P
SEE NOTE 3 SHEET 1 i i ,Em METAL
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APPROVED M/A v SEALANT 8Y OTHERS
SEALANT SHIM APPROVED
SPACE SEALANT
1/4" TAPCON 1/4” WOOD .
/ / SCREW 1/4” SMS OR
SELF DRILLING
SCREW
EXTERIOR INTERIOR -
UL EXTERIOR INTERIOR EXTERIOR INTERIOR
- 1/4" SMS OR
" SELF
1/4" TAPCON y
1/4
H 1] MAX H
APPROVED 1/4 APPROVED SHIM
SEALANT MAX, SEALANT [ SPACE ity 1/4”
SHIM —— : i~
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1X BUCK TO BE i : SEALANT SPACE
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SHIM SPACE
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STRUCTURE \
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3 3/8"

4 15/18”

o

r 5/8"

= )

(2) EXTERIOR FASCIA

L5}

®

2 3/16 2 11/16" 5 1
(1) HEAD CORE
ALUMINUM 6063-T5.118" THICK
R 9/16 | 15/16"
—
1 1/4 11/4
i

(5)  JAMB EXTERIOR
ALUMINUM 6063-T5 .080" THICK

~ 2 1/16" ]

2 1/8"

@ STILE/RAIL CORE
ALUMINUM 6063-T5 .065" THICK

1.3/4” Ik

@ ASTRAGAL
ALUMINUM 6063-T5 .063" THICK

1 T/B

@ JAMB INTERIOR
ALUMINUM 6063-T5 .050" THICK

-

STILE/RAIL SMALL FASCIA

ALUMINUM 8063-T5 .062" THICK

.
e |
+r -

@

JAMB STOP
ALUMINUM 6063-T5 .050" THICK

REVISIONS

REV

DATE APPROVED

R.L.

11/28/12

DESCRIPTION
L A REVISED PER MD COMMENTS
i —
3 3/4" ]
3/4" i i 2 3/8" —
2 15/16" o
—
1 5/16"
@ b =

INTERIOR FASCIA () JAMB CORE

ALUMINUM 6063-T5 .062" THICK

ALUMINUM 6063-T5 .082" THICK

5 5/8"
3 13/16" P 1 3/16"
- |
| 115/16" 1 7/8" I 3/8
o i
f o i
SILL () sILL EXTENSION

ALUMINUM 8063-TH .083" THICK ALUMINUM 6063-T5 .080° THICK

3 /4

2 15/16"

ALUMINUM 6063-T5 .077" THICK

[——‘~ 7/8"
1/4”
ml

ﬂj

THERMAL BREAK
PAB.6GF25 .075" THICK

-——I—1?/16”
iU

r—» 15/18"
i

Iy

t
@ GLAZING BEAD

[-—‘—1 1/8"

ZERO STEP SILL

(49 STILE/RAIL LARGE FASCIA

ALUMINUM 6063-T5 .077" THICK

ALUMINUM 6063-T5 .051" THICK

I-———r13/‘16"
11/16" 2 U

@ U CHANNEL INSERT
ALUMINUM 6063-T6 .078" THICK

?/2

24‘314

(57 GLAZING BEAD

ALUMINUM 6063-T5 .051" THICK

ALUMINUM 6063-T5 .061" THICK
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